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Paging & IntercomRoom Control

Juno ConneCt™ gives you complete control over your 
classroom with one simple tool — your voice

Wearing the comfortable Juno 
microphone, teachers easily guide 
both small-group and whole-classroom 
discussions. Juno clarifies and 
amplifies your voice so that every 
student has a front row seat.

Why stay after hours to prepare a video 
lesson, when you can just start recording 
whenever you need to by saying “begin? ” 
Juno ConneCt records, automatically titles, 
and shares the screencast for students to 
review online later.

Teachers can talk to the front office 
just by saying “intercom.” And pages 
come through the Juno ConneCt 
system too — much more clearly than 
through a conventional PA system.

Instead of reacting to your technology, 
it now responds to you. Without a break 
in instruction, teachers can control 
projectors, displays, and other 
devices just with their voice.

Juno ConneCt also helps administrators run a more efficient school. Because it’s networked, Juno ConneCt lets you 
see, control, and manage not just one projector, but every AV device in the school. From anywhere in the world.  From 
automatic shut-down to bulb-life alerts, Juno ConneCt takes care of the details so technologists can focus on the big 
picture.  With a single investment in Juno ConneCt, schools can reap huge efficiencies in audio, lesson capture, room 
control, paging, and intercom — it just makes sense.

“Power Up” “Intercom”

Classroom Sound Lesson Capture

“Begin”“Good morning 
students!”



Juno Connect

ITM-01 Juno Pendant Microphone

Front Back
SPECIFICATIONS
Transmission type: Infrared

Receiving frequencies: 2.1MHz, 2.4MHz; 
(2.8MHz, 3.3MHz, 3.6MHz with Channel  
Expansion Module)

Frequency response: 50Hz – 20kHz

Signal-to-noise: >70dB

THD: <1% @ 1kHz

Maximum audio output power:  
40W, peak program

Power supply: 18VDC @ 3.3AMP

Size (wxhxd): 
    Tower without base: 19.7 x 68.6 x 16.5cm/ 

7.75 x 27 x 6.5in 
Tower with base: 35.6 x 71.8 x 26.7cm/ 
14 x 28.25 x 10.5in

Weight:
   Tower without base: 5.7kg/12.5lbs 
   Tower with base: 6.4kg/14lbs

Operating range: 18.3m/60ft, line of sight 
(typical)

Reception area: 274m2/900f2 (typical)

USER CONTROLS 
• Power  
• Master volume  
• Microphone volume (5)
• Auxiliary audio volume (4)
• Audio out volume
• Tower settings

INPUTS/OUTPUTS  
• Input power jack 
• (2) RCA jacks for external sensor connection 
• 3.5mm audio out jack
•  (3) RCA stereo audio in jacks (with stereo  

sound output)
•  (1) 3.5mm stereo audio in jack (with stereo  

sound output)
•  (2) serial microphone charging/ 

programming jacks
• (1) serial communications port

SPECIFICATIONS
Transmission type: Infrared

Transmitting frequency: 2.1MHz, 2.3MHz 
2.4MHz, 2.8MHz, 3.3MHz, 3.6MHz programmable

Frequency response: 70Hz – 8kHz

Microphone: Unidirectional cardioid

Battery life: 7 hours (typical)

Battery type: Li-Ion, 3.7V, 850mAH

Operating range: 18.3m/60ft, line of sight 
(typical)

Size (wxhxd): 7.4 x 6.6 x 1.3cm/2.9 x 2.6 x 0.5in

Weight: 73.7g/2.6oz (with battery and lanyard)*

USER CONTROLS 
• wake/mute/voice command button 
• channel select

INPUTS/OUTPUTS  
• 3.5mm aux input 
• charge/programming jack

*Competitor models report weight without lanyard 

 

 

 

ISM-01 Juno Pass-Around Microphone

SPECIFICATIONS
Transmission type: Infrared

Transmitting frequency: 2.1MHz, 2.3MHz 
2.4MHz, 2.8MHz, 3.3MHz, 3.6MHz  
programmable

Frequency response: 70Hz – 8kHz

Microphone: Unidirectional cardioid

Battery life: 7 hours (typical)

Battery type:  Li-Ion, 3.7V, 850mAH

Operating range: 12.2m/40ft, line of sight 
(typical)

Size (wxhxd): 3.8 x 14.7 x 2.2cm/1.5 x 5.8 x 0.85in

Weight: 70.8g/2.5oz

USER CONTROLS  
• on/off  
• push-to-talk  

• channel select    

INPUTS/OUTPUTS
• 3.5mm aux input
• Charge/programming jack

 

ICM-01 Juno Pendant and Pass-Around Microphone Charger

SPECIFICATIONS
Size (wxhxd): 8.9 x 4.6 x 11.4cm/3.5 x 1.8 x 4.5in

Weight: 226.7g/8oz

Power supply: 5.9V dc
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