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Introduction

In order for the CM900 to work with the Conductor system, the system (DRS-5000 server) must be configured
to recognize and support the new device. This configuration is done on the server and thus cannot be
accomplished through any settings available on the client application.

This document will guide you through updating the Conductor system using a simple four step process. Please
follow the steps in order to update your DRS-5000 server using the provided conductor_cm900_update.pl script.
If you do not have the script, please contact FrontRow.

Step 1: Log into the Webmin interface on your DRS-5000

1. Connect to the Webmin management interface

¢ Open a web browser and type in the URL of your FrontRow DRS-5000 server followed by :10000.
For example:

https://192.168.1.99:10000

or on older systems:
http://192.168.1.99:10000

® Log into Webmin by entering your user name and password
(if you do not know your user name and / or password, please call FrontRow):

¢ Then select “Login”

Login to Webmin

You must enter a username and password to login to the Webmin server
on 192.168.1.253.

Username
Password

Remember login permanently?

Login Clear

¢ Once logged in you will see this screen:
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System hostname drs5000 (127.0.1.1)
Operating system Ubuntu Linux 14.04.4
Webmin version 1791
Time on system Fri Feb 15 14:53:48 2019
Kernel and CPU Linux 3.19 0-80-generic on x86_64
Processor information Intel(R) Celeron(R) CPU G1820 @ 2.70GHz, 2 cores
System uptime 1 days, 23 hours, 58 minutes
Running processes 132
CPU load averages 0.06 (1 min) 0.03 (5 mins}) 0.05 (15 mins)
CPU usage 0% user, 0% kernel, 0% 10, 100% idle
Real memory 254.62 MB used, 3.65 GB total
—_—
Virtual memory 0 bytes used, 3.82 GB fotal

Local disk space 44.49 GB used, 453 83 GB total

Package updates 71 package updates are available



Step 2: Upload the script to the DRS-5000

1. Navigate to the Upload page
e Click Others from the left hand menu
¢ Choose Upload and Download
e Click the Upload to server tab
2. Upload the conductor_ cm900_update.pl script
¢ In the Files to upload section, click on the first Choose File / Browse / Open (will vary by browser) button

¢ In the new file chooser window, navigate to the place where the conductor_cm%00_update.pl file is located on
your local system; choose the file and click on the Open button

¢ In the File or directory to upload to field, enter:

/tmp

¢ The window should look something like this:

Upload and Download

Download from web  Upload to server  Download from server
This page allows you to upload one or more files from the PC on which your web browser runs to the system running Webmin.

Upload files to server
Files to upload = Choose Files conductor c..._update.pl | Choose Files |No file chosen
Choose Files |No file chosen Choose Files |No file chosen

File or directory to upload to  jtmp ... [ Create directory if needed?
Owned by user rgot
Owned by group ® Default

Extract archive or compressed files? ' Yes, then delete ' Yes ® No

Send email when uploads are done? @ No (| Yes, to address

Upload

¢ Click the Upload button



Step 3: Execute the script on the DRS-5000

1. Navigate to the Command Shell Page
¢ Click Others from the left hand menu

¢ Choose Command Shell

Login: dealer Moduelndex Upload Files
Saving file /tmp/conductor_cm30@_update.pl.
SYEn _ wrote 1.94 kB
Servers

¥ Return to uploads and downloads form
Others

Command Shell

DRS Recovery

DRS TimeSync
Upload and Download
Networking

Network Configuration
Hardware

Search:

£ System Information
@ Logout

2. Execute the conductor_cm900_update.pl script
¢ In the Execute command field, enter:

perl /tmp/conductor cm900 update.pl

Module Config Command Shell

Enter a shell command to execute in the text field below. The cd command may be used to change directory for subsequent commands.

Execute command: | perl /tmp/conductor_cm900_update pi Clear history

e Click the Execute command button and you will see the Update complete message below:

Module Config Command Shell

> perl /tmp/conductor_cm9@@_update.pl
Update complete.

Enter a shell command to execute in the text field below. The ¢d command may be used to change directory for subsequent commands.
Execute command: || Clear history
Execute previous command perl /tmp/conductor_cm900_update.pl v  Edit previous Clear commands




Step 4: Restart the DRS-5000 server

1. Navigate to the Bootup and Shutdown page

¢ Click System in the left hand menu

e Choose Bootup and Shutdown

e Scroll to the bottom of the page
2. Restart the Server

e Click the Reboot System buttom

Xsernver-Korg-input-wacom
Create a new bootup and shutdown action

Yes

| Change to runlevel: | |2 ¥

| Reboot System |

| Shutdown System

Click this button to switch your system from the current runlevel to the selected one
Click on this button to immediately reboot the system. All currently logged in users w

Click on this button to immediately shutdown the system. All services will be stoppec

e Once things have restarted, you may use the Conductor Console client application to add CM900 devices.
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